


ENERGY STORAGE e e
WHICH ONE SHOULD | CHOOSE? battery technology ot

@ WEBLINK

Technology Supercaps an LiFePO4 Lead-Acid
Bu ering time short/medium long long long

Full Cycles up to 500,000 up to 6,000 up to 2,500 up to 500
Temperature -20..+70°C -20...+55°C 0...+50°C 0...+40°C
Maintenance
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UPSIC SERIES
OPEN-FRAME INTEGRABLE DC UPS
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0 Available for 12V & 24V

6 Supercap buffered DC UPS

m Open-Frame and DIN-Rail versions

SOLUTIONS FOR PROFESSIONALS

Integrable DC UPS modules (12V/5A or 24V /3 A)
Maintenance-free Supercaps with up to 500,000 cycles
Charging time <60 seconds at maximum charging current
Regulated output voltage during backup operation
Extended operating temperature -20...+70°C

Power-fail signal, RS232 interface and Reboot

## DCUPS | UPSIC

DIN-RAILVERSION



UPSI-2415DPx SERIES
DIN-RAIL 24V DC UPS SOLUTION

All-In-One DIN-Rail DC UPS 24V /15A
Integrated high-performance energy storage
Optimised charging process

Regulated output voltage in backup mode

Shutdown &Reboot function for IPCs E= @EBLIEK'SERE:..K
Extended operating temperature range
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6 DP2 with integrated Supercaps

DP3 with integrated LiFePO4 battery

e RS485 Modbus / USB-C / Relay contact
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UPSI-IP SERIES
OUTDOOR DC UPS SOLUTION

Rugged DC UPS with integrated LiFePO4 battery
Robust IP65/IP67 aluminium enclosure
High-performance LiFePO4 battery packs (<6,000 cycles)
Wide operating temperature range —-20...+55°C
Shock- and vibration-resistant

USB interface, Plug&Play setup
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o Available for 12V & 24V

Q IP65 / IP67 protection class

With integrated LiFePO4 battery
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UPSI-2406R2IP-38AC
RUGGEDIZED AC/DC UPS

Outdoor AC/DC UPS for extreme environments

Integrated LiFePO4 energy storage (330 Wh)

Operating temperature —-20...+50°C

Effective charging at sub-zero temperatures uUPSsSI-IP

Regulated output voltage in backup mode AC/DC

Optional mast-mounting set available Pt S0264VAC
Long-ife LIFePO4 battery
IPﬁstE'imhomng

IEC/EN 62040-1

UPSI-2406R21P.36AC

Q IP65 protection class el

With integrated LiFePO4 battery

LiFePO4 INSIDE
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AC Input 90-264V > DC Output 24V
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DC UPS FOR GREENHOUSE CONTROL a” %s@ W P
E— C N T

Reliable DC UPS solution for IIVO 3’”‘/ =
intelligent greenhouse process ‘:.:j—‘_
computer. In case of a blackout, .
the BICKER UPSI-2406DP2 with
maintenance-free Supercaps
ensures a safe shutdown and
automatic restart of the IPC.

/
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CUSTOM SOLUTIONS
DC UPS FOR SLIDING DOOR SYSTEM

With the Supercap-buffered UPS
UPSIC-2403-B3, we ensure the
reliable emergency opening of
Wanzl's automatic sliding doors
in the event of a power failure -
providing safe and secure access
for personnel and customers

at all times.
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CUSTOM SOLUTIONS
AC/DC UPS FOR METROLOGY

The BICKER UPSI-2406R2IP-38AC in weatherproof IP65
design provides a continuous 24/7 power supply for air
quality sensors in smart cities. The AC/DC UPS solution
with night-time charging of the LiFePO4 battery via UpPsI-IP
lamppost ensures an uninterrupted power supply, | AC/DC W
reduces dependence on external sources and minimises It S0264VAC ||““||m”

. BUFFERED OUTPUT 24V

maintenance costs. Long-fe LIFePOA battery.

1P6S Aluminium hotssing
EC/EN 62040-1
e

UPSI-2406R21P-38AC
T44W/24VDC/6A/330 Wh

l LiFePO4 INSIDE
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CUSTOM SOLUTIONS
DC UPS FOR SECURITY DRONE BASE

The 24V DC UPS BICKER UPSI-2406 combined

with LiFePO4 high-performance battery pack

BP-LFP1325S provide reliable backup power

for Sunflower Labs® Beehive drone-in-a-box

base stations. The DC UPS solution ensures

continuous operation of the base station : igéﬁlgfﬁﬁ
even during power failures. MADE BY BICKER
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Bicker Elektronik GmbH
Ludwig-Auer-Stral3e 23
86609 Donauwdrth -Germany
Tel. +49 (0) 906 70595-0
Fax +49 (0) 906 70595-55
E-Mail info@bicker.de

www.bicker.de



https://www.bicker.de/

