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1.9.3 Parameter

Parameter
Einstellungen

= Lastsensor (UPSI-Parameter) Aktiviert den internen Lastsensor der UPSI. Bei
Unterschreitung der eingestellten Last im Batterie-Betrieb schaltet die UPSI nach ca. 15
Sekunden ab. Uber den Schieberegler kann ein Wert zwischen 2...20 Watt in
2-Watt-Schritten eingestellt werden. Die Toleranz betrdgt = 10 %.

= Timerfunktion (UPSI-Parameter) Aktiviert die interne Timerfunktion der UPSI. Bei
Aktivierung schaltet die UPSI im Batteriebetrieb nach der eingestellten Zeit ab. Uber den
Schieberegler kann ein Wert zwischen 2...20 Minuten in 2-Minuten-Schritten eingestellt
werden. Die Toleranz betragt + 2 %. Dieser Modus ist fur die Nutzung ohne Software
gedacht.

® Ausschaltverzogerung (UPSI-Parameter) \erzogert das Ausschalten der UPSI um die
eingestellte Zeitdauer in Verbindung mit der Herunterfahren-Funktion (Reiter ,Shutdown”)
der »UPSI | Control Center«-Software. Uber den Schieberegler kann ein Wert zwischen
30...180 Sekunden in 10-Sekunden-Schritten eingestellt werden. Diese Funktion gewahr-
leistet ein definiertes Herunterfahren des Systems bevor die UPSI abschaltet.

= Typ (Batterie-Parameter) Abhdngig vom angeschlossenen Gerdt muss der verwendete
optionale Batterietyp ausgewahlt werden.

= Batteriekapazitat (Batterie-Parameter) Anzeige der Kapazitdt des gewahlten Typs.

= Gesamtlaufzeit (Batterie-Parameter) Anzeige der Gesamtlaufzeit in Tage/Std.

= Lade-/Entladezyklen (Batterie-Parameter) Anzeige der Zyklenanzahl.



UPSI | Control Center m £ ngK T R|§'N .eK

1.9.4 Shutdown
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Herunterfahren-Parameter

["] Herunterfahren bei 'Netzausfall’ nach: 00:02:00 =+ hh:mm:ss

Bt bei i 20 Prozent

Gedffnete Anwendungen ohne Riickfrage beenden (kann zu Datenverlust fiihren)

Datei ‘Ausfiihren’ bei Herunterfahren:

Shutdown
Einstellungen

= Herunterfahren bei ,Netzausfall’ nach: Wenn aktiviert, wird das Betriebssystem nach
der eingestellten Zeit ,Heruntergefahren”. Die Zeit kann durch Klick auf Pfeil nach unten
in 30-Sekunden-Schritten ausgewahlt werden oder der Benutzer gibt die Zeit manuell im
Format Stunde:Minuten:Sekunden ein.

= Herunterfahren bei Batterieladezustand: Wenn aktiviert, wird das Betriebssystem
bei erreichen des eingestellten Wertes ,Heruntergefahren”. Uber die Pfeile kann der Wert
in 5-Prozent-Schritten von 5 ... 100 % eingestellt werden.

= Geodffnete Anwendungen ohne Riickfrage beenden: Nur auswahlbar, wenn einer
der beiden oberen Felder aktiviert ist. Wenn aktiviert, werden getffnete Programme, die
sich beim Herunterfahren nicht selbst schlieRen, hart beendet.

= Datei ,Ausfithren’ bei Herunterfahren: Wenn aktiviert, wird das ausgewahlte
Programm oder Skript / Batch ausgefihrt bevor das Betriebssystem heruntergefahren
wird. Die interne Programmierroutine von »UPSI | Control Center« stellt sicher, dass das
Programm oder Skript/Batch zu Ende ausgefihrt wird, bevor das System herunterfahrt.
Uber die Schaltfliche ,Datei auswahlen” kénnen Sie das auszufiihrende Programm oder
Skript/Batch auswahlen.



(D BICKER.d

ELEKTRON
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Email-Informationen

["] Email Versand aktivieren
Absenderinformationen
Absender:

Email Adresse:
Serverinformationen
SMTP-Server:

SMTP-SSL:
Anmeldeinformationen
Benutzername:

Kennwort:

UPSI | Control Center Y
7 Panel l & Parameter I (@) Shutdown Im 4 Option l % About I

Port:

25

Empfingerinformationen

Email Adresse:

Nachricht bei
Netzausfall Shutdown
Batterie defekt Batterie Lifetime

USB Fehler

Email

Einstellungen

= Email Versand aktivieren (Email) Wenn aktiviert, wird bei den unter der Sektion
,Nachricht bei” ausgewahlten Ereignisse eine E-Mail-Nachricht mit entsprechendem
Hinweis an den angegebenen Empfanger versendet. Mit der Schaltflache ,Email Testen”
konnen Sie ihre Einstellungen testen.

Wichtig: Fiir die Email-Funktion ist eine Netzwerkverbindung und je nach
intern angewandter Netzwerkstruktur und eingesetzter Technik eine

Internetverbindung noétig.

= Nachricht bei... (Email) In diesem Abschnitt kdnnen Sie Ereignisse auswahlen bei

denen eine E-Mail versendet wird.
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Einstellungen fiir ,Email Versand aktivieren”

Funktion | Beschreibung

Absender-
informationen

SMTP-Server

SMTP-SSL

Port
Benutzername
Kennwort

Empfanger-
informationen

1. Name, Bezeichnung oder Standort des Absenders
2. GUltige Absender-E-Mail- Adresse z.B. xyz@zxy.de

Der Postausgangsserver z. B.,smtp.ihreFirma.de”.
Weitere Informationen erhalten Sie von lhrem
Netzwerkadministrator.

Aktiviert / Deaktiviert die Verschlisselung fur E-Mail Versand.
Weitere Informationen erhalten Sie von lhrem Netzwerk-
administrator.

Der Netzwerkport fiir den SMTP-Server. Weitere Informationen
erhalten Sie von Ihrem Netzwerkadministrator.

Der Benutzername fur die Anmeldung am SMTP-Server. Weitere
Informationen erhalten Sie von Ihrem Netzwerkadministrator.

Das Kennwort fiir die Anmeldung am SMTP-Server. Weitere
Informationen erhalten Sie von Ihrem Netzwerkadministrator.

Eine gltige E-Mail Adresse des Empfangers.

Optionen fiir ,Nachricht bei”

Funktion | Beschreibung

Netzausfall
Shutdown

Batterie defekt

Batterie Lifetime

USB Fehler

Es wird eine E-Mail versendet bei Netzausfall / Batteriebetrieb.

Es wird eine E-Mail versendet wenn das System
,Heruntergefahren” wird.

Es wird eine E-Mail versendet wenn die Batterie oder Sicherung
defekt ist.

Es wird eine E-Mail versendet wenn die Batterie Lebenszeit
einen Restwert von 20 %, 10 % und 5 % erreicht.

Es wird eine E-Mail versendet wenn die USB-Kommunikation
zur UPSI gestort oder unterbrochen ist.
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1.9.6 Option
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Sprache Popup-Fenster Programm
© Deutsch EE [”] Popup deaktivieren "] Anwendung im 'Tray' starten
O Englisch = 9] Automatisch schiieBenin: | 10 3] sek.

Option
Einstellungen

» Sprache (Deutsch/Englisch) Auswahl der Anzeigensprache.

16:07

i)

= Programm (Anwendung im ,Tray’ starten) 20.04.2014

Wenn aktiviert, startet »UPSI | Control Center« im Info-Bereich der Windows® Taskbar.

= Pop Up deaktivieren oder Zeitwert auswahlen Wenn aktiviert, ist
das Pop-Up-Fenster bei Ereignissen deaktiviert und es werden keine
Hinweise angezeigt.

= Automatisch schlieBen in
Wenn aktiviert, schlie3t das Pop-Up-Fenster nach eingestellter Zeit automatisch.



UPSI | Control Center

1.9.7 About

In diesem Meni-Fenster werden Ihnen allgemeine Informationen angezeigt.

UPSI | Control Center

UPSI | ControlCenter

Version 1.1.4.2

Copyright © 2014 Bicker Elektronik GmbH
All rights reserved.

Web: www.bicker.de
Mail: info@bicker.de

1 Panel & Parameter Shutdown 24 Email £ Option
P

Geréteinformation

Model:

Seriennummer:

Firmware-Version:

UPSI-2404
14Y5KV8G

1153

1.9.8 Windows® Ereignismanager

About
Informationen

Uber die Schaltfliche ,Ereignisse...” wird der Windows® Ereignismanager gestartet.
Hier erhalten Sie Informationen Uber Ereignisse der UPSI (Power Fail, Batterie defekt etc.)

Datei Aktion Ansicht 7

UpsiEventlog _Anzahl von Ere

Detum und Uit
2400204 121340
20042014 104453
24002014 104206
24002004 104221
24002014 095714
24002014 095713
24002014 090033
24002014 090031

Wamung
i Wamung

reignis-ID

Erignis 0, UpsiContrlCenter

Allgemein | Detas

25 Abonnements [UPST] ControlCenter has tarted

Protokcliname: Upsiventlog
Quele UpsiContrlCenter
Erigniz D 0

Ebene: Informationen
Benutzer Nicht utreffend
OpCode

WeitereInformstionen:  Oniinehlfe

Protokllet:

2402014 120340

Aufgabentategerie: Keine

Schigseorter

Computer

Home-pC

Ereignz0, UpsCertrolCenter N
[5) Ersgnicegenschatien
T Autgabe an dess Erigns enoge..

Windows®
Ereignis-
manager

Windows® ist
ein eingetragenes
Warenzeichen der

Firma Microsoft Corp.
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1 UPS Management Software UPSI | Control Center

Disclaimer

All rights reserved. No part of this publication may be reproduced in any form (print,
photocopy, microfilm or any other process) without the written permission of the
publisher, or processed using electronic systems, duplicated or distributed. This docu-
ment was created and verified with great care. Nevertheless, errors can not be com-
pletely excluded. The Bicker Elektronik GmbH and the authors assume neither juristic
responsibility nor any kind of liability for faulty information and its consequences.
Copyright information: Microsoft, MS, Internet Explorer, Outlook, Windows, Windows Server, Windows Vista, Windows

Live and DirectX are either registered trademarks or trademarks of Microsoft Corporation in the United States and / or in
other countries. All other product and company names are trademarks of their respective owners.

1.1 System requirements
There are, at least the system requirements of each operating system. By using additional
software, requirements may increase significantly on the hardware.

1.2 Supported operating systems
= 32 bit operating systems:
- Windows® 7 Professional, Ultimate, Enterprise
- Windows® 8 Professional, Enterprise
« Windows® 8.1 Professional, Enterprise
« Windows® 10 Professional, Enterprise*

= 64 bit operating systems:
- Windows® 7 Professional, Ultimate, Enterprise
- Windows® 8 Professional, Enterprise
« Windows® 8.1 Professional, Enterprise
« Windows® 10 Professional, Enterprise*
« Windows® Server 2008R2
- Windows® Server 2012
« Windows® Server 2012R2
Further operating systems on request.

*) On request, result had not yet been finally established at the time of the printing.
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1.3 Hardware requirements

= %86 compatible processor with at least 1.5 GHz
= At least 100 MB free hard disk space *

® Atleast 1 GB RAM

= Network connection for e-mail delivery

*) The required disk space depends on whether required system components are installed (Microsoft.NET Framework,
Windows Installer, etc.). If these components are not already present on the system, the installation may require more
hard disk space, depending on the operating system.

1.4 Required system components
= Microsoft NET Framework 4.5 *
= All current Microsoft Windows®-Updates have to be installed

*) These components are automatically installed by the setup if needed.

1.5 Preferences for installation
Please disable your antivirus software during the installation
of the UPS management software ,UPSI | Control Center”.

1.6 User permissions
The entire ,UPSI | Control Center” installation must be performed with administrator
permissions! In the context menu ,,Run as administrator”

1.7 Notes for installation on various operating systems

Depending on the operating system of your computer, the ,UPSI | Control Center” setup
behaves different. Often additional components for proper function of the setup and of
L,UPSI | Control Center” must be installed. The missing components are determined at
the beginning of the setup and installed automatically. Then the ,UPSI | Control Center”
installation starts. The installation behaves different in the ,newer” operating systems
(Windows® Vista and higher) due to the User Account Control (UAC) compared to the
,older"” operating systems (Windows® XP Professional, Windows® Server 2003).

In the following the installation is described for the ,newer” operating systems.

23
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1.8 Installation UPSI | ControlCenter

Troubleshoot compatibility

Share with

Restore previous versions
Send to

Cut

Copy

Create shortcut
Delete

Rename

Properties

Name Date modified Type Size

| ¥ setup_UpsiControlCenter 12msn014 160 ation 31,230 kB

L e S Open e
) Run as administrator

Installation - Step 01

Execute the file ,Setup_UpsiControlCenter.exe” in the

context menu with ,Run as administrator”.

ﬂ UpsiControlCenter Setup

Bitte wahlen Sie eine Sprache:

Eg_}) |Enish (United Kingdom)

e

l [hbbredﬂen l

Installation - Step 02

With User Account Control (UAC) enabled, you will see

this notice. Answer with ,OK".

UPSI | Control Center
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Welcome to UpsiControlCenter
Setup Wizard

The Setup Wizard will install UpsiControlCenter on your
computer, Click Mext to continue or Cancel to exit the Setup
Wizard.

[ <msk |[Lnextz ] [ cancel

Installation - Step 03
Welcome. Click ,next”.

-6 UpsiControlCenter Setup

End-User License Agreement i

Please read the following license agreement carefully

Disclaimer o
The software is available for free.

The author of this program shall not be liable for damage to software or
hardware or property damage caused by the use of the program, unless
these are due to gross negligence or intent on the part of the author, his
agents, or his legal representatives. The author is fully liable for any
damage to health, the body or the life of the user. Likewise, he is liable

(@ I accept the terms in the License Agreement
(73 I do not accept the terms in the License Agreement

Advanced Installer

[ <Back ][ mext> | [ cancel

Installation - Step 04
Accept the disclaimer and continue the installation by
clicking ,next”. Otherwise the installation is stopped.

25
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Select Installation Folder i
This is the folder where UpsiControlCenter will be installed. /|

To install in this folder, dick "Next”. To install to a different folder, enter it below or didk
rowse”.

Folder:

C:\Bicker Elektronik GmbH\WpsiControlCenter Browse...

Advanced Installer

[ <Back [ mext> | [ cancel

Installation - Step 05

Select the installation directory and click ,Next". It's
highly recommended not to change the present
program path. Due to the User Account Control
(UAQ) the program doesn't run, if it's installed under
,C\Programme\" , ,C\Programme x86" or any other
secure Microsoft Windows® directory.

UPSI | Control Center
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Ready to Install {S’
The Setup Wizard is ready to begin the UpsiControlCenter installation

Click Install to begin the installation. If you want to review or change any of your
installation settings, dick Back. Click Cancel to exit the wizard.

Advanced Installer

[ <Bak |[ msal | [ cancel

Installation - Step 06
Start the installation by clicking ,Install”.

Installing UpsiControlCenter

Please wait while the Setup Wizard installs UpsiControlCenter, This may take
several minutes.

Status: Removing backup files

[

Advanced Installer

| < Back ” Next > | Cancel

Installation - Step 07
Installation process is displayed.

27



28

Device Driver Installation Wizard

¢ Welcome to the Device Driver
Q‘ Installation Wizard!
3

This wizard helps you install the software drivers that some
computers devices need in order to work:

To continue, click Next.

< Back

Installation - Step 08
Click ,Next".

Device Driver Installation Wizard

£

License Agreement

To continue, accept the following license agreement. To read the entire
agreement, use the scroll bar or press the Page Down key.

IMPORTANT NOTICE: PLEASE READ CAREFULLY BEFORE -
INSTALLING THE RELEVANT SOFTWARE: M
This licence agreement (Licence) is a legal agreement between you I5m
{Licensee oryou) and Future Technology Devices Intemational Limited

of 2 Seaward Place. Centurion Business Park, Glasgow G41 THH.
Scotland (UK Company Mumber SC136640) (Licensor or we) for use of
driver software provided by the Licenson(Software).

BY INSTALLING OR USING THIS SOFTWARE YOU AGREE TO THE -

(@ | accept this agreement Print

(©) | dont accept this agreement

<Back [ Nex> | [ Cancel

Installation - Step 09
Click ,Next” to agree to the License Agreement.
Otherwise the process will be canceled.
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Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

You can now connect your device to this computer. If your device
came with instructions, please read them first

Driver Name Status

s FTDI COM Driver Packa... Readyto use
' FTDI CDM Driver Packa... Readyto use

Installation - Step 10

Click ,Finish”.

- UpsiControlCenter Setup

Completing the
UpsiControlCenter Setup
Wizard

Click the Finish button to exit the Setup Wizard.

[ Launch UpsiControlCenter

Installation - Step 11
By clicking ,Finish” the installation will be completed.

29
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1.9 Operating UPSI | ControlCenter
Start the UPS management software ,UPSI | Control Center” with the
corresponding program icon.

1.9.1 Panel - Normal operation

UPSI | Control Center

m Parameters | Shutdown | oOption |

Input voltage

22V

‘ E Load

22 A _ 1 3

‘ Battery voltage

7o \v —

‘ [I: Charging current

002 A | J

‘ E Temperature

B o —

‘ Battery Lifetime 100 % |
00:14:41
Backup time Panel
Normal
operation

Function | Description |

Input voltage
Load

Battery voltage
Charging current
Temperature
Battery Lifetime
Backup time

Battery picture
Battery % value

Current input voltage of UPSI measured in volts.
Current load at UPSI output.

Current voltage of battery or actual charging voltage.
Current charging current of batteries.

Current temperature inside chassis of UPSI.

Displays available lifetime of battery.

Displays available backup time at current state of charge
and current load.

Graphical display of battery state of charge.

Current battery state of charge in percent (%).
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1.9.2 Panel - Fail messages

X
UPSI | Control Center @ BIC ,!(TERD-N e
m Parameters l] Shutdown H Option I About I
Inputvoltage 00 v E;‘ —
L o o0 A —
Py ————
1 o - - |Defe
[I: Charging current  0.00 A
‘g Temperature -20 °C m
‘ SR 0 % E‘
(SR (WSS satteryiow Panel
Fail
messages

Function ____|Descripion |

USB Fail
Power Fail

Battery Low
Battery Defect

<Flashing>
<Flashing>

<Flashing>
<Flashing>

The communication to UPSI via USB is interrupted.

Power fail or input voltage has dropped
below a voltage value. (see data sheet UPSI-2404)

Battery voltage in UPS mode is critical.

UPSI battery defective and/or
input fuse(s) of the UPSI defective.
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1.9.3 Parameters

UPSI | Control Center @ ]
7 Panel I (@) Shutdown I 224 Email I 4 Option I % About I

UPSI-Parameters
Load sensor

Enable 0 W

Timer function
[] Enable 2 min.

Delay to shut down
30 sec. |

Parameters of battery

Typ: LC-R121R3PG  ~

Capacity of battery Uptime Charging/Discharging cycles
1300 mAh 000 Tage 06:57 hh:mm 0

Parameters
Settings

= Load sensor (UPSI Parameters) Activates internal load sensor of the UPSI. If the con-
nected load drops below the preset, the UPSI (in battery mode) switches off after about
15 seconds. Use the slider to change the preset value between 2...20 watts in 2-watt
increments. The tolerance is £ 10 %.

= Timer function (UPSI Parameters) Activates internal timer function of the UPSI. When
enabled, the UPSI (in battery mode) switches off after the set period of time. Use the slider
to change the preset value between 2...20 minutes in 2-minute increments.
The tolerance is + 2 %. This mode is meant for use without software.

= Delay to shutdown (UPSI Parameters) In conjunction with the shutdown functions
(menu ,Shutdown”) of the ,UPSI | Control Center” software the switch-off of the UPSI is
delayed by the set duration. Use the slider to change the preset value between 30...180
seconds in 10-second increments. This function ensures a defined system shutdown
before the UPSI switches off.

= Type (Parameters of battery) Depending of the connected device the used optional
battery type has to be chosen.

= Capacity of battery (Parameters of battery) Shows battery capacity of the chosen type

= Uptime (Parameters of battery) Shows the total uptime in days/hours.

= Charging/Discharging cycles (Parameters of battery) Shows the number of cycles.
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1.9.4 Shutdown
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Shut down parameters
[ Shut down at 'Power fail' after: 00:02:00 hh:mm:ss
["] Shut down at battery state of charge: 20 Percent
Closing open programs without user action (may cause data loss)

Execute file at shut down:

Shutdown
Settings

= Shutdown at ,Power fail’ after: When enabled, the operating system shuts down
after the set period of time. By clicking on the pull-down arrow the preset time can be
selected in 30-second increments or set manually in the format hours:minutes:seconds
by the user.

= Shutdown at battery state of charge: When enabled, the operating system shuts
down as soon as the set percentage value is reached. Use the arrows to change the preset
value between 5...100 % in 5-percent increments.

= Closing open programs without user action: Choosable, if one of the checkboxes
above is activated. In case of activated, running programs will be closed (may cause data
loss) if they don't close automatically during shutdown.

= Execute file at shutdown: When enabled, the selected program or script/batch is
executed before the operating system shuts down. The internal programming routine of
L,UPSI | Control Center” ensures that the program or script/batch is executed completely
before the computer shuts down. Please use the button ,Choose File...” to select the
program or script/batch to be executed.
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1.9.5 Email

— X
M BICKER.de
UPSI | Control Center B BitAEh.de
£ Panel I J& Parameter I (@) Shutdown I m ¥ Option l % About I
<
Email-Information

["] Enable Email

Informations of sender Information about recipient

Sender: Email address:

Email address:

Informations of server Email at

SMTP-Server: Power fail Shut down

SMTP-SSL: Port: |25 Battery fail Battery lifetime

Credentials usa fail

User name:

Password:

Email
Settings

= Enable Email (Email) When enabled, an appropriate Email is sent to the specified
recipient once the selected event(s) in the ,Email at” section will occure. With the button
,Test email” it is possible to test your settings.

Important: For the Email function, a network connection and, depending on
the internal network structure and used technology, an internet connection is

required.

= EMail at (Email) Selection of the event(s) which trigger an email dispatch.
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Settings for ,Enable Email”

Function | Description |

Informations
about sender
SMTP Server
SMTP SSL
Port
Username

Password

Informations
about recipient

1. Name, description or location of the sender
2.Valid sender e-mail address, for example xyz@zxy.com

The outgoing mail server e.g.,smtp.yourcompany.com”.
For more information, contact your network administrator.

Enables / Disables encryption for email delivery.
For more information, contact your network administrator.

The network port for the SMTP server.
For more information, contact your network administrator.

The user name for logging into the SMTP server.
For more information, contact your network administrator.

The password for logging into the SMTP server.
For more information, contact your network administrator.

A valid e-mail address of the recipient.

Options for ,Email at”

Function ____|Description |

Power fail
Shutdown
Battery fail
Battery lifetime

USB fail

Email will be sent in case of power fail / battery operation.
Email will be sent in case of a system shut down.
Email will be sent in case of defective battery or fuse(s).

Email will be sent in case of remaining battery liftetime is
only 20 9%, 10 % and 5 %.

Email will be sent in case of a disturbed or interrupted
communication via USB interface
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1.9.6 Option

UPSI | Control Center

UPSI | Control Center @E ICKER.de
£ Panel I J Parameter I (@) Shutdown I ¥4 Email Iml % About I

Language Pop-up window Program
© German EEE [ Pop-up disable [] Start execution in 'Tray"
©English  Sf= I Close pop-upin: | 10 5] sec.

Option

Settings

= Deutsch/English (Language) Selection of the display language.

= Start execution in ,Tray’ (Program)

= Choose PopUp disable or time When enabled, the UPSI pop-up
is deactivated for events and no instructions are displayed.

A D)

16:07

24.04.2014

window

= Enable Email (Email) When enabled, an appropriate Email is sent to the specified
recipient once the selected event(s) in the ,Email at” section will occure. With the button

,Test email” it is possible to test your settings.

= Close pop-up in When enabled, the pop-up window will close after the chosen time

automatically.
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1.9.7 About
In this menu general informations are displayed.

UPSI | Control Center @E ICKER de
) Panel l J& Parameter I (@) Shutdown I %4 Email l £ Option lm

UPSI | ControlCenter Device Information

Version 1.1.4.2

Copyright © 2014 Bicker Elektronik GmbH

All rights reserved. cldDs R

Serial number:  14Y5KV8G
Web: www.bicker.de

Mail: info@bicker.de Firmware-Version:  1.1.5.3

Option
Informations

1.9.8 Windows® Event manager
By clicking the button ,Events..” the Windows® Event Manager is started.
Here you will find information about events of the UPSI (power fail, battery defective, etc.)

fascht 2
== 2B EE
Dut o
@ nformatienen B0 12130 UpsContlCenter o Kene
A Werung 20420810445 UpsControlCenter 6 Keine
i Warang 24042014104305 UpsiControlCenter 2 ene R
@ nformatonen 2a0sme 04221 UpsiControlCenter o ene
: oo o v Protokaloschen,
2004204 95733 UpsiContolCenter 1 Kene
v " o Kene
240428050031 UpsiContolCenter 1 Kene

I Al rignisse spichem uner.
=

Erigni=0, UpsiControlCenter

dieses Protokol anfi.

Allgemein | Detss

[UPST] ControiCenter has staried

Ereigniso, UpsiontrlCenter B
(2] Bgniscigenschsien

@) Aufosb
B Kopiren

T Ausgevanite Ercignise speichen.

dieses Eeigni anfuge...

& Adulieren

B e »
Windows®
Event
Manager

20042004 121340
Keine

Informationen Schivssehioner

Nicht sutreffend Computer

Windows®is a
registered trademark of
Microsoft Corporation.

Onlinehite
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Irrtiimer und technische Anderungen vorbehalten.
Windows® ist ein eingetragenes Warenzeichen der Firma Microsoft Corp.
Subject to errors and technical modifications.
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